
www.mixron.it

mixron MLT
Laboratory Mixer for PVC Dry-Blend

Interior of the  
mixing vessel

Mixing operation

High performance, efficiency and technological innovation
The mixron MLT laboratory mixer enables temperature-controlled mixing of PVC, for rigid and soft 
Dry-Blend.
The MLT is all made of polished stainless steel to avoid contamination, minimise residue and 
guarantee durability.

	High-Performance mixer manufactured with 
cutting-edge technologies

	The design originates from the pursuit of 
simplicity in use and ease of maintenance
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mixron MLT Range

Type
Vessel 

 volume 
 (L)

Drive unit (kW) Overall dimensions

Standard A 
(mm)

B 
(mm)

C 
(mm)

MLT-50 50 11 600 1,370 1,500

MLT-100 100 22 600 1,370 1,600

Accessories and Optional Services
Accessories:

Control panel with data connection
Removable discharge outlet for easy 
cleaning
Polished hopper for liquid additives
Dedusting or dehumidifying filter 
outlet
Inspection hatch
Cooled water jacket

	 Chopper/agitator
4 Staged Mixing Tools

Optional Services:
Commissioning and start-up
Application for monitoring operation in production
Mixing test at MIC (mixron Innovation Centre)
Training courses for operators and maintenance 
personnel
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